


PARTS AND ACCESSORIES PART NO.

EAST: WEST:

Visit our website: intldoorclosers.com

Unit Body
(specify: Degree of Back Stop and Hold-Open)

“S”  Type Adjustable Side Loading Top Arm Assembly
(1/2” Depth Top Rail)

“A”  Type End Loading Top Arm Assembly
(1” Depth Top Rail)

“K”  Type End Loading Top Arm Assembly
(5/8” Depth Top Rail)

“PT”  Type End Loading Top Arm Assembly
(7/8” Depth Top Rail)

Anchor Set (Standard)

“JO” Type Offset Top Arm Assembly
Mortised Type (9/16” Depth Top Rail)

3000-B

3010-S

3010-A

3010-K

3010-PT

3010-FSP

3010-JO x AL
3010-JO x DU

3020-VO x AL
3020-VO x DU

“VO” Type Offset Top Arm Assembly
Surface Type (7/8” Depth Top Rail)

Adjustable Threshold Mount Bottom Pivot Set (Optional) 3010-GE

Anchor Set (Optional) 3010-FKP

Adjustable Dual Purpose Bottom Pivot Set (Standard) 3010-DP

Adjustable Floor Mount Bottom Pivot Set (Optional) 3010-G

Completeunits for aluminum doors and frames are furnished with top arm assembly (adjustable
 “S” side loading,  “A” end loading,  “K” end loading or  “PT” end loading), adjustable dual purpose 3010-DP bottom pivot 
set for floor or threshold mounting (side or end loading) and 3010-FSP anchor set with all fasteners.

“S” type side loading arms, 3010-DP adjustable dual purpose pivot set and 3010-FSP anchor set will be furnished 
unless otherwise specified.

“A” type,  “K” type or  “PT” type end loading and “JO” or “VO” type offset arms are optional, but must be specified.

“G” and “GE” type pivot sets are available, but must be ordered separately.

  Complete units for offset pivoted or butt hinged aluminum doors and frames are furnished with 
a “JO” or “VO” type offset arm and 3010-FSP anchor set with all Fasteners.

      310  105˚ Back Stop with Hold-Open

      311  105˚ Back Stop no Hold-Open

      312    90˚ Back Stop with Hold-Open

      313    90˚ Back Stop no Hold-Open

Doors of varying sizes, or of excessive weight, or doors subject to severe
 wind or draft conditions, or abusive usage, refer to Series 200 Overhead 
Concealed Closers.

Closer Model Number and Type of Top Arm, Anchor and/or Pivot Set.

Five Year Limited Warranty (see Manufacture’s Warranty)


